


Alpha B-1 Frame Usage, Dimensions and Weights

Actual Frame Dimensions Actual Filter Dimensions

Model Height Width Depth Depth w/Filter Height Width Depth
Number* (inches) (inches) (inches) (inches) (inches) (inches)
B1*GGF 24-5/8 24-5/8 8 13-3/4 24 24 11-1/2
B1*GCE 24-5/8 12-5/8 8 13-3/4 24 12 11-1/2
B1*CGFE 12-5/8 24-5/8 8 13-3/4 12 24 11-1/2
B1*GNFE 24-5/8 30-5/8 8 13-3/4 24 30 11-1/2
B1*YYF 24 24 8 13-3/4 23-3/8 23-3/8 11-1/2
B1*YUE 24 12 8 13-3/4 23-3/8 11-3/8 11-1/2
B1*UYE 12 24 8 13-3/4 11-3/8 23-3/8 11-1/2

* Insert material of construction: GLV for galvaneal Steel, 304 for type 304 stainless steel, ALUM for aluminum.
Note: for 5-7/8 in. deep filter, substitute “D” as a suffix in lieu of “F”
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1.0 General

1.1 Permanent holding frames for HEPA/ULPA filters
shall be B-1 models as manufactured Flanders.

2.0 Frame Construction

2.1 Frames shall be constructed of 14 gauge galva-
neal steel, 304 stainless steel, or .080 in. alumi-
num with factory-drilled alignment holes on each
side to facilitate field erection of the filter bank.

2.2 Depth of frame shall be 8 inches. Furnish align-
ment bars on bottom and two sides of the interior
of the frame, and a sealing surface to mate with
the gasket on the filter.

Guide Specifications

2.3 Furnish four stainless steel locking arm and
screw assemblies, one for each corner, to
support the filter and to compress its gasket
properly against the sealing flange for a leakfree
installation.

3.0 Installation

3.1 Install frames in accordance with Flanders written
recommendations.
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